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_ After 30 Seconds _ o _ Display Of start meny
_ @ No errors or display of the currently existing errors

Display of no alarms or
_ @ _ Display of existing alarms at the analog measuring points AP 1-32 or digital points
DP 1-96 with information whether local alarm (LA) or local and central alarm (ZA)

Selection of the alarm relay 1-32

s o

Selection of the signal relay 1-96

Display of the digital measured values DX = 1-96 measuring points,

@ Display of the analog measured values Ax = 1-32 measuring points,

@ @ @ @ with indication of current or current and average value
Al indicates a pending alarm, triggered by this measured value
# = Maintenance, A# = Alarm & maintenance
? = Configuration of GC # SC, A? = Alarm & configuration error
_ @ _ Information about the connected devices

Maintenance date, only stored in the display; when expired there is a message
in the display, no other message to outside
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_ Change of the system password for maintenance

Password necessary for changes

_ @ _ No intervention possible
@@
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Password necessary for changes

@ German, English, Dutch, USA English, French, Swedish, Spanish

_ @ Can be entered individually
_ @ Entry in US or EU format
_ @ Entry in US or EU format
_ @ Entry in US or EU format
_ @ Time delay for error message
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LCD Function &
Checkup
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@ ON - OFF (Level 1 Password necessary - for commissioning)
Service ON is needed to call up the following parameters:

Selection of the alarm relay 1-32
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@ @ Selection of the signal relay 1-96

e @ RS 0 —

Password Level 2 necessary for changes

@ Release:
active - not active
Output inversion:
@ Energized or De-energized
@ Flashing function:
ON - OFF
_ @ Alarm Quanﬁty
@ Horn function,
DI 1-32 (EP)
@ @ Bl 1-96 (Bl = DI of Sensor Board)
Assignment to external DI 1-32 (EP)
(«)) BI1-96 (BI = DI of Sensor Board)
A external ON, N external OFF
Relay switch-on delay in seconds
Relay switch-off delay in seconds

Fault OR operation

Maintenance OR operation

Selection of the digital parameter 1-96
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@ @ Selection of the analog parameter 1-32

@ @ Password Level 2 necessary for changes
@ Temporary blocking
unblocked - blocked
Selection of nomenclature,
@ gas type and unit,
currently 38 options
@ Definition of
Measuring Range
Definition Alarm Threshold 1
@ Average/Current value evaluation
A increase; M falling concentration
Definition Alarm Threshold 2
@ Average/Current value evaluation
A increase; M falling concentration
Definition Alarm Threshold 3
@ Average/Current value evaluation
A increase; M falling concentration
Definition Alarm Threshold 4
@ Average/Current value evaluation
A increase; M falling concentration
_ @ SWitCh hYStereSis
@ Current value evaluation
Alarm switch on delay time
@ Current value evaluation
Alarm switch off delay time
_ @ Current value overlay Yes - No
_ @ Definition of the latching mode
@ Assignment of SP
fault to alarm
Assignment of alarm
@ or signal relays
Rx = Signal Relay
@ @ x = Alarm Relay
@ Assignment to up to
2 analog outputs X, y
_ @ _ No intervenﬁon DOSSibIe
_ No intervention possible
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_ @ Definition of the averaging time in seconds
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_ @ Definition of the power-on time in seconds
@ @ Selection of the analog output 1-16
_ @ _ @ seleCtion Of the Signal SIope’
Source current-/ average v.

@ @ Min., Average, Max

Selection of the numbers relay-doubling 1-20
_ @ Relay Doubling Parameters

Operating Data

Selection of the digital parameter 1-96
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Selection of the analog parameter 1-32
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_ Password necessary for changes (only possible in special mode!)
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