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SGC6-03 Mounting Instructions
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Remove Cover and Screws

1.	 Verify that there is no live power to the 
unit.

2.	 Identify the location where the SGC6 will 
be installed.

3.	 Loosen the plastic bolts at the corners of 
the cover.

4.	 Carefully lift off the cover to reveal the 
internal components.

5.	 Locate the two screws circled in red.

6.	 Remove both screws using a Phillip 
screwdriver, keeping them for later 
reassembly.

STEP STEP

Punch Holes and Mount

1.	 With the components hanging, the four 
mounting holes (circled in red) are now 
exposed. Punch out the required holes 
for installation.

2.	 Mount the housing securely at the 
desired location.

3.	 Carefully return the internal components 
to their original position.

4.	 Re-secure the assembly with the two 
screws removed in Step 1.

5.	 Close the cover and fasten it by 
tightening the plastic bolts at the corners.

6.	 Apply power and continue with 
commissioning.

STEP

Release and Hang Components

1.	 After removing the screws, gently tug on 
the internal components.

2.	 The entire assembly (circuit board and 
wiring) will come away from the base as a 
single unit. Be cautious to avoid damaging 
any connections.

3.	 Allow the components to hang freely 
towards the bottom of the unit, as shown 
in the image, to expose the back of the 
enclosure for mounting.

*** REMOVE PLATE TO MOUNT HOUSING *** 
*** BEFORE APPLYING POWER *** 

https://www.inteccontrols.com/

